BETRIEBSANLEITUNG
OPERATING INSTRUCTIONS
INSTRUCTIONS DE SERVICE
ISTRUZIONI D'USO
HANDLEIDING
INSTRUCCIONES PARA EL MANEJO
MANUAL DE INSTRUGOES
NAUDOJIMOSI INSTRUKCIJA
KASUTUSJUHEND
LIETOSANAS INSTRUKCIJA
DRIFTSINSTRUKS
DRIFTSINSTRUKTIONER
DRIFTSVEJLEDNING
INSTRUKCJA OBSLUGI

KVT 3.80

KEZELESI UTMUTATO

NAVOD K OBSLUZE

NAVODILO ZA UPORABO

NAVOD NA OBSLUHU

UPUTE ZA RAD

MANUAL DE OPERATII
TREORACHA OIBRIUCHAIN
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MAKE IT BECKER.
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DIN EN ISO 11203
Accuracy Class 2
K., =3 dB(A)
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78-86 kg
172-190 lb

A>4"
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F1 * (polyester) | F2
(standard) |KVT 3.80/6 |(standard)
No.: 909507 | No.: 909587 | No.: 909510
D1 Satz / Kit
Pos.: 20, 24, 62, 75, 76, 85,
104, 125, 126, 146, 288
02 No.: 549000 21100
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KVT 3.80/6

KVT 3.80 (standard) — No. 90133000004 (SET)

— No. 90137900004 (SET)
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Special grease
No.96000002300
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